
SUB210 
AMPLIFIER

• Power (RMS): 700W, 1400W Peak

• 100-120V / 220-240V ~ 50/60Hz (country specific)

• LED Power / Signal / Clip Indicator

• Input: 1x 3pin XLR powerCon (NAC3FCA)

• Output: 1x 3pin XLR powerCon (NAC3FCB)

• Phase Switchable (0 / 180)

• Internal Selectable X-Over 90Hz or 120Hz)

• Volume Control Dial

DRIVER

• Driver: Two 10” woofers with 2.5” Voice Coils

• selectable crossover point: optional 90Hz/120Hz

• Max SPL: 124dB

• Flyable with optional flybar

• Inputs: 1 XLR

• Outputs: 1 XLR

• 6th Order Bandpass Design

• (2) M20 Screw Pole Mount
(Can be used vertically or horizontally)

• Grill: 1.2mm steel

• Cabinet: plywood

IMPERIO

DUAL 10-INCH WOOFERS WITH 
700 WATTS RMS CLASS D POWER 
AMPLIFIER. PART OF THE IMPERIO 

MINI LINE ARRAY SYSTEM

ELEVATE
YOUR SOUND

www.avanteaudio.com
@avanteaudio

59: SPL/X-OVER90Hz Phase0

60: SPL/X-OVER120Hz Phase0
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